1. PRESS BOX FLOOR CONSTRUCTION: 2 1/2" NORMAL WEIGHT CONCRETE WITH 6x6-W1.4xW1.4 WWF OVER 1 1/2" 20 GA GALVANIZED WIDE FLANGE BEAMS AT CENTER COLUMN AND OVER 8" DEPTH CONCRETE ANCHOR WALLS.

2. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

3. ALL FRAMING MEMBERS SHALL BE EQUALLY SPACED BETWEEN WALLS OR AS INDICATED ON PLANS.

4. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

5. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

6. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

7. PROVIDE SAWED CONTRACTION OR CONSTRUCTION JOINTS IN SLABS ON GRADE SPACED AT 12 FEET OC MAXIMUM EACH DIRECTION.

8. TOP OF STEEL ELEVATION = 13'-4" TYPICAL UNO.

9. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

10. PROVIDE ADDITIONAL REINFORCING BARS IN SLAB AT ALL DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS PER THE TYPICAL DETAIL - REINFORCING AT DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS.

11. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

12. REFER TO THE ARCHITECTURAL DRAWINGS FOR INTERIOR WALLS NOT SHOWN, FOR INTERIOR AND EXTERIOR WALL OPENINGS, FOR FOUNDATIONS BEYOND RIGHT FIELD, AND FOR FOUNDATIONS BEYOND LEFT FIELD.

1. SLAB-ON-GRADE CONSTRUCTION: 4" THICK NORMAL WEIGHT CONCRETE REINFORCED WITH SYNTHETIC MICRO-FIBER AND MACRO-FIBER.

2. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

3. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

4. PROVIDE ADDITIONAL REINFORCING BARS IN SLAB AT ALL DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS PER THE TYPICAL DETAIL - REINFORCING AT DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS.

5. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

6. PROVIDE SAWED CONTRACTION OR CONSTRUCTION JOINTS IN SLABS ON GRADE SPACED AT 12 FEET OC MAXIMUM EACH DIRECTION.

7. TOP OF STEEL ELEVATION = 4'-8" TYPICAL UNO.

8. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

9. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

10. PROVIDE ADDITIONAL REINFORCING BARS IN SLAB AT ALL DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS PER THE TYPICAL DETAIL - REINFORCING AT DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS.

11. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

12. REFER TO THE ARCHITECTURAL DRAWINGS FOR INTERIOR WALLS NOT SHOWN, FOR INTERIOR AND EXTERIOR WALL OPENINGS, FOR FOUNDATIONS BEYOND RIGHT FIELD, AND FOR FOUNDATIONS BEYOND LEFT FIELD.

1. PRESS BOX FLOOR CONSTRUCTION: 2 1/2" NORMAL WEIGHT CONCRETE WITH 6x6-W1.4xW1.4 WWF OVER 1 1/2" 20 GA GALVANIZED WIDE FLANGE BEAMS AT CENTER COLUMN AND OVER 8" DEPTH CONCRETE ANCHOR WALLS.

2. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

3. ALL FRAMING MEMBERS SHALL BE EQUALLY SPACED BETWEEN WALLS OR AS INDICATED ON PLANS.

4. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

5. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

6. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

7. PROVIDE SAWED CONTRACTION OR CONSTRUCTION JOINTS IN SLABS ON GRADE SPACED AT 12 FEET OC MAXIMUM EACH DIRECTION.

8. TOP OF STEEL ELEVATION = 13'-4" TYPICAL UNO.

9. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

10. PROVIDE ADDITIONAL REINFORCING BARS IN SLAB AT ALL DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS PER THE TYPICAL DETAIL - REINFORCING AT DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS.

11. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

12. REFER TO THE ARCHITECTURAL DRAWINGS FOR INTERIOR WALLS NOT SHOWN, FOR INTERIOR AND EXTERIOR WALL OPENINGS, FOR FOUNDATIONS BEYOND RIGHT FIELD, AND FOR FOUNDATIONS BEYOND LEFT FIELD.

1. SLAB-ON-GRADE CONSTRUCTION: 4" THICK NORMAL WEIGHT CONCRETE REINFORCED WITH SYNTHETIC MICRO-FIBER AND MACRO-FIBER.

2. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

3. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

4. PROVIDE ADDITIONAL REINFORCING BARS IN SLAB AT ALL DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS PER THE TYPICAL DETAIL - REINFORCING AT DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS.

5. REFER TO FOUNDATION PLAN AND ARCHITECTURAL DRAWINGS FOR DIMENSIONS NOT SHOWN.

6. PROVIDE SAWED CONTRACTION OR CONSTRUCTION JOINTS IN SLABS ON GRADE SPACED AT 12 FEET OC MAXIMUM EACH DIRECTION.

7. TOP OF STEEL ELEVATION = 4'-8" TYPICAL UNO.

8. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

9. REFER TO TYPICAL DETAILS, STRUCTURAL NOTES, AND PROJECT SPECIFICATIONS FOR ADDITIONAL INFORMATION.

10. PROVIDE ADDITIONAL REINFORCING BARS IN SLAB AT ALL DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS PER THE TYPICAL DETAIL - REINFORCING AT DISCONTINUOUS JOINTS AND RE-ENTRANT CORNERS.

11. PROVIDE #6 @ 24" OC REINFORCEMENT BARS IN ALL INTERIOR AND EXTERIOR CMU WALLS SHOWN ON THE STRUCTURAL DRAWINGS.

12. REFER TO THE ARCHITECTURAL DRAWINGS FOR INTERIOR WALLS NOT SHOWN, FOR INTERIOR AND EXTERIOR WALL OPENINGS, FOR FOUNDATIONS BEYOND RIGHT FIELD, AND FOR FOUNDATIONS BEYOND LEFT FIELD.